
七款侧手柄接驳配件,可按需求选择不同配件接口

免责申明：
此产品是稳定8V、12V常规输出接口
外接设备请按照设备额定电压操作
如因不规范操作造成设备损坏，自行承担

将TYPE-C转MICRO USB线连接到手柄和原力N电机端

免责申明：
此产品是稳定8V、12V常规输出接口
外接设备请按照设备额定电压操作
如因不规范操作造成设备损坏自行承担 注：手柄延长臂与左手柄燕尾卡件不可用于木质手柄

DC OUT/TYPE C USB电源输出口

配合冷靴、Arri牙盘、15mm管卡等转接件
可以安装麦克风、图传、硬盘、蜗牛云台
监视器、补光灯等设备

ARM YOUR CAMERA

侧跟焦录制手柄 接驳配件

侧供电录制手柄

侧供电手柄

木质侧手柄

牙盘安装方式使用说明

手柄底部可搭载

F570/F550电池

手柄底部可搭载

F570/F550电池

手柄底部可搭载

F570/F550电池

跟焦滚轮

Nato滑条转接件

手柄延长臂 **

*

左手柄燕尾卡件 Nato延长件1/4定位孔手柄转接件

【CAL】键

【REC】键

LED指示灯

【REC】键

LED指示灯

手柄旋转按钮

DC OUT电源输出口12V 1.5A

TYPE-C USB电源输出口8V 1A

DC OUT电源输出口12V 1.5A

手柄旋转按钮

360°旋转

1/4”-20 防偏转螺孔

定位孔

定位孔

TYPE-C USB电源输出口8V 1A

免责申明：
此产品是稳定8V、12V常规输出接口
外接设备请按照设备额定电压操作
如因不规范操作造成设备损坏自行承担

DC OUT电源输出口12V 1.5A

手柄旋转按钮

TYPE-C USB电源输出口8V 1A

ARRI定位转接件牙盘转接件

专业侧手柄



7 different advanced side handle attachments can fit all kinds of needs.

Please Note:Attachment Type I and Attachment Type V are not compatible with Side Wood Handle

ARM YOUR CAMERA

* *

*

Attachment Type I Attachment Type VII Attachment Type VIAttachment Type V

 Attachment Type II Attachment Type IV Attachment Type III

ADVANCED SIDE HANDLE

To power the motor, connect the handle the Nucleus Nano motor via the USB-C to 
MiCRO USB cable.
To set up the record start/stop function,connect your camera’ s specific R/S cable from the 
camera to the Nucleus Nano motor. Click the REC once to start recording; the LED light 
will turn red. Click the REC button again to stop recording; the LED light will turn green.

Turn the lens manually to its minimum value, and tightly attach the Nucleus Nano motor 
to the gear ring, then double click CAL button. When you see "CALING"on the motor 
OLED screen, turn the handwheel to reach the maximum value of the lens, then double 
click CAL button. Wait for the motor to read the range status of the lens, then the calibra-
tion will be complete.

Attach Nucleus Nano motor to the gear ring tightly, press and hold CAL button till you see 
"C ALING"on the motor OLED screen. Wait for the motor to read the range status of the 
lens, LED light will stay green during auto calibration.

Attach Nucleus Nano motor to the lens gear ring tightly, then press and hold the CAL 
button until the motor finishes reading the lens range. Turn the handwheel to point A and 
click the CAL button; the LED light will turn green. Then turn the handwheel to point B and 
click the CAL button again; the LED light will then turn blue. The calibration is complete.

Press and hold the REC button then double click the CAL button until the LED light turns 
blue, Turn the handwheel clockwise to the end,then double click the CAL button,The LED 
light will flash blue.Turn the handwheel counterclockwise to the end,the LED light will turn 
green, The calibration is complete.

Customized power cables are available. For example: a cable is available that can power 
BMPCC 4K for 3-4hrs.

The LED light will start flashing in green when the battery is less than 20%.

To power on the handle, hold REC button for 3 secs until the LED light turns green
To power off the handle, hold REC button for 3 secs until the LED light turned off.

DC OUT/TYPE C USB

Disclaimer:
This product only supports standard 8V & 12V 
output; please use equipment with correct vo
ltage accordingly. Damage caused by impro
per operation is the fault of the user.

POWER SUPPLY RECORDING SIDE HANDLE 

Powered by 
F570/F550 battery

Powered by 
F570/F550 battery

Powered by 
F570/F550 battery

Focus roller

CAL button

REC button

LED light

REC button

LED light

 Handle rotating button

 Handle rotating button

DC output 12V 1.5A

USB-C output 8V 1A

Disclaimer:
This product only supports standard 8V & 12V 
output; please use equipment with correct vo
ltage accordingly. Damage caused by impro
per operation is the fault of the user.

Disclaimer:
This product only supports standard 8V & 12V
output; please use equipment with correct vo
ltage accordingly. Damage caused by impro
per operation is the fault of the user.

DC output 12V 1.5A

USB-C output 8V 1A

DC output 12V 1.5A

USB-C output 8V 1A

牙盘安装方式INSTRUCTIONS

WOODEN SIDE HANDLE

1/4”-20 screw hole

Locating pin

Locating pin

Separate cold shoe attachment 
allows you to mount microphone, 
wireless video transmitter, hard 
drive, monitor, mini lights, etc.

POWER SUPPLY SIDE HANDLE

SIDE RECORDING HANDLE

Handle rotating 
button

360 degrees 
rotatable

ADAPTORS


